2901-16 - 7.25mm high Multi-Directonal Spring Contact
|

Drawing Number: 14483 ‘ All dimensions in mi m ‘ Need to scale ‘ Third angle protection ‘

| 20.00 TYP < 2.00 TYP
(3.49) 4.60 '
|75 —> 4.00 TYP —@1.50"010 1yp
\\ /I r i i i
1 ‘ Jof
R 200D OO DD O DD &
I ke | S T T
s .10 ‘ ' '
0 : e S ‘ |
T ____ 11,50
N PR
/ \|
RECOMMENDED PCB PAD LAYOUT . B
‘ | |
NOTES: | | |
I QUANTITY OF COMPONENTS PER REEL = 350, : — .
2. THIS PRODUCT IS TAPED AND REELED IN ACCORDANCE —> @3.50 PICK AND
WITH E1A-481 (ELECTRONICS INDUSTRIES ASSOCIATION). ' PLACE AREA

4.45— FINISHED REELING
I | DIRECTION
| ™
1.25 | _r_
1
! f 5.53
| 3.63 | | 2e 4720 ot 1o
+ — —_ 40
_L l | L/
!

{ 1 ! ?330
.70‘4 (0.15) RI.00 I‘—G.'ISﬁ

TYP

1
! 20062016 | 14483
4 x R0.50 |
Date Number
COMPONENT DETAILS groomn - +-—-——-—-— PRSP
J— - Drawing: Christian van Vugt
boo95e
4.60 3.00
+0.5 Assembly DRG:
4 REEL DETAILS B13.09;
N Ho_IIan_d Tolerances Material.  See above 2901-16 - 7.25mm high Multi-Directonal Spring Contact Technical Drawing
2 30 Shielding— g
— 1.50 . Systems BV ‘
2 x RO.TS Holland Shielding Systems BV Finish: See above Drawing:
Jacobus lipsweg 124 E-mail: info@hollandshielding.com 2901-16-7.25mm
3316BP Dordrecht Phone: +31(0)78-2049000
the Netherlands Fax: +31(0)78-2049008 S/Area: mm?




2901-16 - 7.25mm high Multi-Directon

Drawing Number: 14483

ring Contact

‘ Need to scale

al Sp
|

‘ All dimensions in mi m ‘ Third angle protection

DEFLECTION FROM ABOVE DEFLECTION FROM FRONT

19 8.59

RECOMMENDED WORKING HE IGHT
OF 6.95mm = 0.30mm DEFLECTION,
MINIMUM FORCE OF 1.2N

MINIMUM RECOMMENDED HEIGHT
OF 6.45mm = 0.80mm DEFLECTION

RECOMMENDED WORKING LENGTH
OF 9.19mm = 0.40mm DEFLECTION,
MINIMUM FORCE OF 1.2N
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OF 8.59mm = |.00mm DEFLECTION
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COMPONENT SPECIFICATION:
MATERIAL = BERYLLIUM COPPER Date
FINISH = 3p 100% TIN OVER 2p NICKEL
CURRENT RATING = 9A MAX
DURABILITY = 5000 CYCLES
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