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This simple clamping system is suitable for  
sealing gaps between an EMI/RFI-shielded door 

and its door frame and similar applications

This series made from beryllium copper are designed for use 
where high temperature or other design considerations pre-
clude the use of adhesive-mounted 
gasketing. 

These Fingerstrips provide the same shielding characteristics 
and effectiveness as the 2300 series Stick-on mounting Finger-
strips.

2100 series Clip-on mounting fingerstrips offer shielding 
effectiveness >100dB for 100 MHz plane wave. The contact 
edge of this Fingerstrip series expands. The Fingerstrip 
has a low to high deflection (see technical drawings). For 
applications where a small dynamic range is required and 
a spring clip mounting is preferred. Fingerstrips from this 
series are easy to mount by simply Clip-on or clip over the edge 
where it is to be attached through pressing / sliding. 

CLIP-ON 2101

Part nr. A B D F G H Material thickness

2101-01 9.5 1.5 5.2 406 6.4 5.3 0.13mm

2101-02 9.5 1.5 6.9 406 6.4 5.3 0.13mm

2101-03 9.5 1.5 5.1 610 6.4 5.3 0.13mm

2101-04 9.5 1.5 7.9 406 6.4 5.3 0.13mm

2101-05 9.5 1.5 6.9 610 6.4 5.3 0.13mm

2101-05R 9.5 1.5 6.9 7600 6.4 5.3 0.13mm

CLIP-ON 2102

Part nr. A B C D F G H Material thickness

2102-01 11.4 1.0 6.9 2.5 407 4.8 3.6 0.1mm

2102-02 11.4 1.5 6.4 2.5 460 4.8 3.6 0.1mm

2102-03 11.4 2.0 5.8 2.5 407 4.8 3.6 0.1mm

CLIP-ON 2103

Part nr. A B C D F G H Material 
thickness

Compression 
force N

2103-01 27.0 2.0 7.8 6.9 494 9.5 8.5 0.13mm

2103-02 27.7 2.3 6.6 6.6 457 9.5 8.7 0.13mm 25% 240 N/m
50% 630 N/m

2103-03 27.7 3.2 6.6 6.6 457 9.5 8.7 0.13mm 25% 240 N/m
50% 630 N/m

CLIP-ON MOUNTING 
FINGERSTRIPS 2100
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» CLIP-ON MOUNTING FINGERSTRIPS 2100

CLIP-ON 2104

Part nr. A B C D F G H Material thickness

2104-01 11.7 1.0 6.1 3.0 457 6.4 5.9 0.08mm

2104-02 11.7 1.5 5.6 3.0 457 6.4 5.9 0.08mm

2104-03 11.7 2.0 5.1 3.0 457 6.4 5.9 0.08mm

2104-04 19.3 1.0 7.4 6.4 456 9.5 9.0 0.08mm

2104-05 19.3 1.5 6.9 6.4 456 9.5 9.0 0.08mm

2104-06 19.3 2.0 6.4 6.4 456 9.5 9.0 0.08mm

2104-07 19.3 3.0 5.3 3.5 456 9.5 9.0 0.08mm

2104-09 10.7 1.0 6.6 3.1 406 6.4 5.7 0.08mm

2104-10 10.7 1.5 6.6 3.1 406 6.4 5.7 0.08mm

2104-11 16.3 1.5 4.5 5.6 457 9.5 8.7 0.08mm

CLIP-ON 2105

2105-02 to 2105-04, 2105-21

2105-06 to 2105-08

2105-09 to 2105-10

HG

A
C

BF

D

2105-11 to 2105-14, 2105-20, 2105-24 to 2105-28

HG

F

A

C

B

D

2105-16 to 2105-17

Part nr. A B C D F G H Material  
thickness

2105-02 6.8 1.0 7.1 2.5 409 6.4 5.6 0.15mm

2105-03 6.7 1.0 7.0 2.3 406 6.4 5.6 0.15mm

2105-04 6.6 1.0 7.1 1.6 409 6.4 5.6 0.15mm

2105-06 7.9 0.8 4.8 2.9 407 4.8 3.6 0.13mm

2105-07 7.9 1.0 7.8 2.9 407 4.8 3.6 0.13mm

2105-08 7.9 1.5 4.8 2.9 407 4.8 3.6 0.13mm

2105-09 7.9 1.3 4.8 1.3 406 4.6 3.4 0.13mm

2105-10 7.9 1.5 4.8 4.0 406 4.6 3.4 0.13mm

2105-11 10.8 0.8 4.9 3.5 407 4.8 3.6 0.13mm

2105-12 10.5 1.5 4.4 3.5 407 4.8 3.6 0.13mm

2105-13 10.7 1.0 4.8 2.3 406 4.8 3.6 0.13mm

2105-14 10.7 1.3 4.8 2.3 406 4.8 3.6 0.13mm

2105-16 15.2 1.0 4.8 6.2 406 4.6 3.6 0.13mm

2105-17 15.2 1.5 4.8 6.7 406 4.6 3.6 0.13mm

2105-20 15.6 1.5 7.5 5.8 406 4.8 3.6 0.10mm

2105-21 6.2 1.5 7.1 1.6 407 4.8 3.6 0.15mm

2105-24 10.7 1.8 4.8 5.8 406 4.8 3.6 0.13mm

2105-25 10.7 1.0 4.8 3.1 406 4.8 3.6 0.13mm

2105-26 10.7 1.5 4.8 3.1 406 4.8 3.6 0.13mm

2105-27 10.7 2.4 4.8 3.1 406 4.8 3.6 0.13mm

2105-28 10.7 1.3 4.8 3.6 406 4.8 3.6 0.13mm

CLIP-ON 2106

Part nr. A B C D F G H Material thickness 

2106-02 15.2 1.5 6.9 5.3 406 4.8 3.6 0.10mm

2106-05 8.3 1.5 5.8 2.5 406 4.8 3.6 0.10mm

2106-06 8.3 2.0 5.4 2.5 406 4.8 3.6 0.10mm

CLIP-ON 2107

Part nr. A B C D F G H Material thickness

2107-01 4.6 1.0 3.8 2.3 307 3.2 2.8 0.08mm

2107-02 4.6 1.5 3.4 2.3 307 3.2 2.8 0.08mm

2107-03 12.3 1.0 8.3 7.2 406 4.8 3.2 0.15mm

2107-05 12.3 2.0 7.6 7.2 407 4.8 3.2 0.15mm

2107-06 12.3 3.0 6.3 7.2 407 4.8 3.2 0.15mm
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CLIP-ON 2108

H G

Part nr. A B C D F G H Material thickness

2108-01 6.1 1.0 5.3 2.8 406 1.6 1.1 0.08mm

2108-02 6.1 1.5 4.8 4.1 406 1.6 1.1 0.08mm

2108-06 9.4 1.0 6.9 5.1 408 2.4 1.6 0.15mm

2108-09 9.4 3.0 4.6 5.1 408 2.0 1.5 0.15mm

CLIP-ON 2109

H G

Part nr. A B C D F G H Material thickness

2109-02 4.8 1.0 2.8 1.3 306 4.2 3.8 0.08mm

2109-03 4.8 1.5 2.3 1.3 306 4.2 3.8 0.08mm

CLIP-ON 2110

H

F

G

B

A C

D

Part nr. A B C D F G H Material thickness

2110-01 10.5 2.0 8.1 6.5 405 4.8 3.2 0.13 mm

2110-02 10.5 2.0 7.4 6.5 405 9.6 8.0 0.13 mm

2110-03 10.5 3.0 7.4 6.5 405 4.8 3.2 0.13 mm

CLIP-ON 2111

H

F

G

B

A C

D

Part nr. A B C D F G H Material thickness

2111-01 8.4 0.8 6.5 4.2 407 4.6 3.6 0.13mm

2111-02 8.1 1.0 6.5 4.2 407 4.6 3.6 0.13mm

2111-03 8.2 1.5 6.5 4.2 407 4.6 3.6 0.13mm

CLIP-ON 2112

H

F

G

B

A
C

D

Part nr. A B C D F G H Material thickness

2112-01 10.5 0.8 5.7 3.0 409 6.3 5.7 0.06mm

2112-02 10.5 1.0 5.5 3.0 409 6.3 5.7 0.06mm

2112-03 10.5 1.5 5.3 3.0 409 6.3 5.7 0.06mm

2112-04 10.0 2.0 5.2 3.0 409 6.3 5.7 0.06mm

2112-05 16.3 1.5 5.6 5.4 455 9.5 8.5 0.10mm

Part number

ORDER EXAMPLE

» CLIP-ON MOUNTING FINGERSTRIPS 2100

Specify the part 
number that you need 
from the table

*Notice
Information supplied in these data sheets is based on independent and laboratory 
tests which Holland Shielding Systems BV, hereafter referred to as HSS believes to be 
reliable. HSS has no control over the design of customer’s product which incorporates 
products, therefore it is the responsibility of the user to determine the suitability 
for his particular application and we recommend that the user make his own test to 
determine suitability.

The product described in this data sheet shall be of standard quality, however 
the products are sold without warranty of fitness for a particular purpose, either 
expressed or implied, except to the extent expressly stated on HSS invoice, quotation 
or order  acknowledgment. HSS does not warrant that products described in this data 
sheet will be free of conflict with existing or future patents of third parties. All risks of 
lack of fitness, patent infringement and the like are assumed by the user.
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SNAP-ON MOUNTING 
FINGERSTRIP 2200

Snap-on fingerstrip gaskets can be attached on t  
or rails, or through holes or slots in your construction

These Snap-on fingerstrips have very low compression force 
and almost no friction when compressed. They are excellent 
for “sliding” applications. The symmetrical design allows 
two-way contact. Very convenient for ESD grounding and 
RFI/EMI shielding of:

•	 Front panel handles
•	  in shielded housings
•	 Panels in shielded enclosures
•	 Covers of shielded enclosures
•	 Sliding trays
•	 Assembly of plug-in units
•	 Back planes
•	 And other electronic enclosure applications

INSTALLATION IS SIMPLE
•	 Press and hold the edge of the fingerstrip gasket in one 

of the grooves
•	 Push in the direction of the second groove until the  

fingerstrip snaps into the second groove

1.

2.

 NOTE: For some fingerstrips.
Special Snap-on fingerstrips tracks 
are available for mounting. 

SNAP-ON 2202
D

A

F

G H

self 
adhesive

2202-01, 2202-03 and 2202-05

D

A

F

G H

2202-02
D

A

F

G H

2202-04 and 2202-06

Part nr. A D F G H Material 
thickness

Available  
mounting track

2202-01* 9.1 2.8 403 4.8 4.3 0.08mm

2202-02 9.1 2.8 403 4.8 4.3 0.08mm TR2202-02

2202-04 11.4 3.6 383 6.4 5.8 0.08mm TR2202-04

2202-05* 15.8 5.6 379 9.6 8.8 0.10mm

2202-07* 8.9 2.8 508 4.8 4.3 0.08mm

2202-08 8.9 2.8 508 4.8 4.3 0.08mm
* With adhesive strip Material: Beryllium-copper
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» SNAP-ON MOUNTING FINGERSTRIP 2200

SNAP-ON 2203
D

A

G H

F

Part nr. A D F G H Material 
thickness

Available 
 mounting track

2203-01 7.6 3.3 406 4.8 4.3 0.05mm

2203-02 8.1 2.5 406 4.8 4.2 0.05mm

2203-03 8.1 2.9 400 4.8 4.3 0.05mm TR2203-03

2203-04 8.1 2.8 406 4.8 4.3 0.05mm

2203-05 9.1 3.0 381 4.8 4.3 0.05 mm

2203-06 9.4 3.3 400 6.3 5.7 0.05mm TR2203-06

2203-08 15.2 5.8 457 7.2 6.4 0.08mm TR2203-07

2203-09 15.2 5.6 400 9.5 8.7 0.05mm TR2203-07

2203-10 19.5 8.1 400 9.5 8.7 0.08mm TR2203-10

2203-11 20.3 8.1 400 9.5 8.7 0.10mm TR2203-11

SNAP-ON 2204

C

A

G H

F

D

optional with
self adhesive

2204-01 and 2204-02

C

A

G H

F

D

optional with
self adhesive

2204-01-01 and 2204-02-01

Part nr. A C D F G H Material 
thickness

2204-01 11.4 6.0 2.0 406 3.1 2.5 0.05mm

2204-01-01 11.4 6.0 1.5 406 3.1 2.5 0.05mm

2204-03 15.2 8.2 3.0 406 3.1 2.5 0.05mm

2204-02-01 15.2 8.2 2.3 406 3.1 2.5 0.05mm

SNAP-ON 2205

G

Self adhesive

H

F

A

D

B

Part nr. A B D F G H Material thickness

2205-02 15.2 Max 2 2.3 406 3.2 2.5 0.09mm

2205-03 14.0 Max 1.5 2.0 406 3.2 2.5 0.09mm

2205-04 19.1 Max 1.5 3.0 406 3.2 2.5 0.09mm

SNAP-ON FINGERSTRIP MOUNTING TRACKS

5

Hole     3.2 mm

19.1 19.1

F

9

A

9

TR2202-02, TR2202-04, TR2202-06

F

0.5

3.1 A

y* 19.1

y*= the same distance on both ends of 9.5 mm

3.45
wide slot

TR2203-03

F

4,
8 A

0,4
X = Hole diameter  A, B, C

y* 19,1

y*= the same distance on both ends  9,5 mm

A = 3,2  mm
B = 3,5
C = 3,6 x 5,1

TR2203-06

F

y* 19,1

y*= the same distance on both ends  9,5 mm

X = Hole diameter  A, B, C

0,4

A6,
9

A = TR2203-07
B = TR2203-08
C = TR2203-09

TR2203-07
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*Notice
Information supplied in these data sheets is based on independent and laboratory 
tests which Holland Shielding Systems BV, hereafter referred to as HSS believes to be 
reliable. HSS has no control over the design of customer’s product which incorporates 
products, therefore it is the responsibility of the user to determine the suitability 
for his particular application and we recommend that the user make his own test to 
determine suitability.

The product described in this data sheet shall be of standard quality, however 
the products are sold without warranty of fitness for a particular purpose, either 
expressed or implied, except to the extent expressly stated on HSS invoice, quotation 
or order  acknowledgment. HSS does not warrant that products described in this data 
sheet will be free of conflict with existing or future patents of third parties. All risks of 
lack of fitness, patent infringement and the like are assumed by the user.

» SNAP-ON MOUNTING FINGERSTRIP 2200

SNAP-ON FINGERSTRIP MOUNTING TRACKS

F

y* 19,1

y*= the same distance on both ends  9,5 mm

X = Hole diameter  A, B, C

0,4

A9,
1

A = 3,2 mm
B = 3,5 mm
C = 3,6 x 5,1

TR2203-10

F

y* 19,1

y*= the same distance on both ends  9,5 mm

X = Hole diameter  A, B, C

0,4

A9,
14

A = 3,18 mm
B = 3,45 mm
C = 3,56 x 5,8

TR2203-11

The installation of the 2200 Series can be directly in 
your housing using slots or alternatively using a Snap-on 
fingerstrips track (mounting rail).

Part nr. A F

TR2202-02 8.1 400

TR2202-04 11.0 381

TR2202-06 15.2 381

TR2203-03 6.6 406

TR2203-06 A, B or C 8.1 400

TR2203-07 A, B or C 14.2 457

TR2203-10 A, B or C 19.2 400

TR2203-11 A, B or C 17.8 400

SNAP-ON FINGERSTRIPS RIVET

1,
0

4,6

8,
4

Mounting hole
        3,1 - 3,2

1,
0

5,
6

4,8

1,
8

Mounting hole
        3,0 - 3,1

R-01 			    R-02

Part nr.

R-01 For plate thickness of 0.5 to 1.5mm

R-02 For plate thickness of 1.1 to 1.9mm

SNAP-ON FINGERSTRIPS T-END PIECE
Snap-on track T-end piece for end of Snap-on track

3,1

9,7
19,1

Slot
3,5 x 5,1

   
Part nr. A B Available for 

track

TE-01 11.4 4.1 TR2203-03

TE-02 11.4 4.1 TR2203-06

TE-03 17.8 6.6
TR2203-07 / 
TR2203-08 / 
TR2203-09

TE-04 25.4 8.9 TR2203-11
TE-01, TE-02, TE-03

 
MOUNTING EXAMPLES
	

Ideally suited for applications where lids or doors (think of 
doors for a Faraday cage or EMI shielded enclosure) are 
repeatedly opened and closed.  
	  

This type fingerstrip is also widely used in 19” racks, 
communication cabinets, communication cabinets, EMI/
RFI shielded enclosures. The 2200 Snap-on Fingerstrips 
mounting series profiles can be used for earthing or 
electric connection.

Part number

ORDER EXAMPLE

Specify the part 
number that you need 
from the table
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STICK-ON MOUNTING 
FINGERSTRIP 2300

Stick-on mounting finger stock gaskets with pressure
sensitive adhesive (PSA) are suitable for low-profile, 
bi-directional applications and gaps from 0 to 3 mm

Stick-on mounting finger stock gaskets with pressure-sensitive 
adhesive (PSA) are suitable for low-profile, bi-directional appli-
cations like rack mounting of line-cards in telecommunications 
equipment.

These gaskets offer high EMI-shielding performance in 
applications where space may be limited. Stick-on mounting 
fingerstrips are low-compression, adhesive-mounted  
beryllium-copper shielding strips. The self-adhesive tape 
makes mounting easy and secure.

STICK-ON 2301

C
A

DG H

F

Part nr. A C D F G H Material thickness

2301-01 7.1 4.6 2.8 610 4.8 4.3 0.05mm

2301-03 8.1 5.3 2.8 406 4.8 4.3 0.05mm

2301-05 8.8 5.3 2.8 408 4.8 4.3 0.05mm

2301-06 9.4 5.3 3.3 409 6.3 5.7 0.05mm

2301-07 15.2 7.1 5.6 610 9.5 8.7 0.09mm

2301-08 19.8 11.2 8.1 457 8.8 8.7 0.10mm

2301-09 27.9 19.8 10.4 457 12.7 11.7 0.10mm

2301-10 5.3 3.3 2.0 406 4.8 4.3 0.05mm

2301-11 15.2 7.2 5.7 455 9.5 8.7 0.10mm

Material: Beryllium-copper

STICK-ON 2302
H G

A

D D
D D

A A A

D

A CCCCC

F

2302-01 2302-03 2302-04 2302-06 2302-07

Part nr. A C D F G H Material  
thickness

2302-01 6.7 5.5 3.5 406 4.8 4.3 0.07mm

2302-03 9.0 7.5 4.4 406 6.4 5.8 0.08mm

2302-04 14.5 12.6 5.6 610 9.5 8.7 0.09mm

2302-04-R 14.5 12.6 5.6 7620  
(on rol) 9.5 8.7 0.09mm

2302-05 19.3 12 6.4 610 9.5 8.5 0.10mm

2302-06 29.7 17.8 12.3 304 12.7 11.7 0.18mm

Material: Beryllium copper 
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» STICK-ON MOUNTING FINGERSTRIP 2300

1 : Standard adhesive
2 : Conductive  
self-adhesive
3 : No adhesive

AdhesivePart number

ORDER EXAMPLE

Specify the part 
number that you need 
from the table

*Notice
Information supplied in these data sheets is based on independent and laboratory 
tests which Holland Shielding Systems BV, hereafter referred to as HSS believes to be 
reliable. HSS has no control over the design of customer’s product which incorporates 
products, therefore it is the responsibility of the user to determine the suitability 
for his particular application and we recommend that the user make his own test to 
determine suitability.

The product described in this data sheet shall be of standard quality, however 
the products are sold without warranty of fitness for a particular purpose, either 
expressed or implied, except to the extent expressly stated on HSS invoice, quotation 
or order  acknowledgment. HSS does not warrant that products described in this data 
sheet will be free of conflict with existing or future patents of third parties. All risks of 
lack of fitness, patent infringement and the like are assumed by the user.

STICK-ON 2304

A

D

C

GH

F

Part nr. A C D F G H Material 
thickness

Compression 
force N

2304-01 12.7 4.8 1.6 610 4.2 3.7 0.08mm 25%: 280 N/m
50%: 570 N/m

2304-03 12.7 4.8 1.6
7600 
(on 
roll)

4.2 3.7 0.08mm 25%: 280 N/m
50%: 570 N/m

Material: Beryllium copper

STICK-ON 2305

A

D

C

F

H G

Part nr. A C D F G H Material  
thickness

Compression 
force N

2305-01 5.8 3.6 0.8 610 2.4 2.0 0.08mm

2305-02 8.6 4.6 1.8 610 4.2 3.8 0.08mm 25%: 130 N/m
50%: 330 N/m

2305-03 12.7 6.4 3.0 610 6.4 6.0 0.08mm 25%: 70 N/m
50%: 150 N/m

2305-04 8.6 4.6 1.8
7600 
(on 
roll)

4.2 3.8 0.08mm 25%: 130 N/m
50%: 330 N/m

Material: Beryllium copper
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STICK-ON MOUNTING 
FINGERSTRIP 2330

Stick-on mounting finger stock gaskets with pressure 
sensitive adhesive (PSA) are suitable for low-profile, 
bi-directional applications and gaps from 3 to 6 mm

STICK-ON 2332
H

A

G D

F
2332-02

H

A

G D

F

2332-05

Part nr. A D F G H Material thickness

2332-02 9.7 3.2 406 4.8 4.3 0.07mm

2332-05 19.3 5.8 609 9.5 8.8 0.10mm

STICK-ON 2334
H

A

G

C

D

F

Part nr. A C D F G H Material thickness

2334-01 8.1 5.3 2.8 408 4.8 4.3 0.05mm

2334-04 9.4 5.3 3.3 406 6.4 5.7 0.05mm

ORDER EXAMPLE

1 : Standard adhesive
2 : Conductive 
Self-adhesive
3 : No adhesive

AdhesivePart number

Specify the part 
number that you need 
from the table

STICK-ON 2335

C

D

A

F

GH

Part nr. A C D F G H Material thickness

2335-01 19.8 15.2 5.6 456 9.5 8.7 0.09mm

STICK-ON 2336

F

H G

A

D

C

Part nr. A C D F G H Material thickness

2336-04 15.2 7.4 5.6 457 9.5 8.7 0.09mm

STICK-ON 2338

F

H G

A

B

C

Part nr. A C D F G H Material 
thickness

2338-01 8.1 4.8 2.5 406 4.0 3.5 0.10mm

2338-02 8.1 4.8 2.5 406 4.8 3.5 0.10mm

2338-03 9.4 4.8 3.3 406 6.4 5.7 0.10mm

2338-04 9.4 4.8 3.3 406 3.2 2.8 0.10mm

2338-05 15.3 4.8 5.6 457 9.5 8.7 0.10mm

2338-06 15.3 4.8 5.6 457 4.8 4.2 0.10mm
Material: Beryllium copper
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STICK-ON MOUNTING 
FINGERSTRIP 2360

Stick-on fingerstrips for openings 
and gaps from 6 to 11 mm

ORDER EXAMPLE
Part number Adhesive

1 : Standard adhesive
2 : Conductive  
self-adhesive
3 : No adhesive

Specify the part 
number that you need 
from the table

STICK-ON 2361

Self-adhesive

D

A

F

G H

Part nr. A D F G H Material thickness Compression 
force N

2361-01 3.2 1.8 305 1.5 1.0 0.10mm 25% 260 N/m
50% 600 N/m

2361-02 4.8 2.3 406 1.5 1.0 0.10mm 25% 100 N/m
50% 150 N/m

2361-03 3.3 2.3 406 3.2 2.0 0.13mm 25% 260 N/m
50% 720 N/m

2361-04 12.1 7.2 406 4.8 3.2 0.25mm 25% 30 kg/m
50% 90 kg/m

STICK-ON 2362
H G

A

D D
D D

A A A

D

A CCCCC

F

H G

A

D D
D D

A A A

D

A CCCCC

F

H G

A

D D
D D

A A A

D

A CCCCC

F

H G

A

D D
D D

A A A

D

A CCCCC

F

Part nr. A C D F G H Material  
thickness

2362-01 6.7 5.5 3.5 406 4.8 4.3 0.07mm

2362-01R 6.7 5.5 3.5 7620 (on roll) 4.7 4.2 0.07mm

2362-03 9.0 7.5 4.4 406 6.4 5.8 0.08mm

2362-03R 9.0 7.5 4.4 7620 (on roll) 6.4 5.8 0.08mm

2362-04 14.5 12.6 5.6 610 9.5 8.7 0.09mm

2362-04R 14.5 12.6 5.6 7620 (on rol) 9.5 8.7 0.09mm

STICK-ON 2364

C

A

DG H

F

Part nr. A C D F G H Material 
thickness

Compression 
force N

2364-01 15.2 7.2 5.7 608 9.5 8.7 0.09mm 25% 150 N/m
50% 300 N/m

2364-03 19.8 11.2 8.1 457 9.7 8.7 0.10mm 25% 150 N/m
50% 250 N/m

2364-04 27.9 19.8 10.2 457 12.7 11.7 0.13mm 25% 170 N/m
50% 350 N/m

STICK-ON 2365
H G

A

D D
D D

A A A

D

A CCCCC

F

H G

A

D D
D D

A A A

D

A CCCCC

F

              

H G

A

D D
D D

A A A

D

A CCCCC

F

Part nr. A C D F G H Material 
thickness

2365-01 19.3 12 6.4 610 9.5 8.5 0.10mm

2365-03 29.7 17.8 12.3 304 12.7 11.7 0.18mm
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TWISTED FINGERSTRIPS 2400

TWISTED FINGERSTRIPS 2401
GH

F

A

D

C

Part nr. A C D F G H Material thickness

2401-01 12.3 4.6 1.8 610 4.2 3.8 0.08mm

2401-02 12.3 4.8 1.8 499 4.2 3.8 0.08mm

Material: Beryllium copper

TWISTED FINGERSTRIPS 2402
GH

F

A

D

Part number A D F G H Material thickness

2402-01 5.8 0.8 610 2.4 2.0 0.08mm

2402-02 8.5 1.8 610 4.2 3.8 0.08mm

2402-04 5.8 0.8 500 2.4 2.0 0.08mm

2402-05 5.8 0.8 10000 2.4 2.0 0.08mm

2402-06 8.5 1.8 406 4.2 3.8 0.08mm

2402-07 8.5 1.8 499 4.2 3.8 0.08mm

2402-08 8.5 1.8 10000 4.2 3.8 0.08mm

Material: Beryllium copper

TWISTED FINGERSTRIPS 2403
H G

F

C

A
D

B

2403-01

H G

F

C

A
D

B

2403-02

Part nr. A B C D F G H Material thickness

2403-01 3.9 2.1 0.8 0.08 610 2.4 2.0 0.08mm

2403-02 3.9 2.1 0.8 0.08 610 2.4 2.0 0.08mm

Material: Beryllium copper

TWISTED FINGERSTRIPS 2404
H G

F

A

B

C

D

Part nr. A B C D F G H Material 
thickness

Compression 
force N

2404-04 4.3 1.5 4.4 0.8 405 2.4 2.0 0.08mm

2404-09 5.9 1.5 4.3 0.8 405 2.4 2.0 0.08mm

2404-13 4.0 1.5 4.0 0.8 405 2.4 2.0 0.08mm 25% 480 N/m
50% 710 N/m

2404-14 4.0 1.5 5.8 0.8 610 2.4 2.0 0.08mm 25% 480 N/m
50% 710 N/m

2404-16 9.7 1.5 5.6 1.8 610 4.2 3.8 0.08mm 25% 150 N/m
50% 330 N/m

Material: Beryllium copper

COMBINATION WITH ENVIRONMENTAL  
RUBBER GASKET (ON REQUEST)
As an option, the 2400 series Twisted finger stock gasket can 
be combined with a environmental rubber gasket. This offers 
a high degree of protection against dust and moisture.

These fingerstrips are electronic gaskets for general EMI- 
shielding applications where there is a narrow opening or gap

ORDER EXAMPLE
Part number

Specify the part 
number that you need 
from the table



12

Technical D
atasheet

www.hollandshielding.com Jacobus Lipsweg 124, NL-3316 BP 
Dordrecht, The Netherlands

Ph:  +31(0)78 - 204 90 00
Fax: +31(0)78 - 204 90 08

info@hollandshielding.com
hollandshielding.com

ANGLE FINGERSTRIPS 2500 Ideal for 90° applications, where the gasket has to be mounted 
onto a surface perpendicular to the finger compression area 

Beryllium copper (BeCu) finger-stock (fingerstrips, finger stock, 
contact strips, contact rings) gaskets for 90° EMI shielding require-
ments. The Angle fingerstrip series of RFI EMI shielding products 
is ideal for 90° applications where mounting to the surface per-
pendicular to the finger compression area is required.

ANGLE FINGERSTRIPS 2501

A

D

E

C

F

H G

Part nr. A C D Ø E F G H Material  
thickness

2501-01 12.2 6.3 21.1 3.6 9.5 304 9.5 8.5 0.1mm

2501-02 19.5 10.6 31.9 3.6 14.3 304 12.7 11.7 0.2mm

ANGLE FINGERSTRIPS 2502

A

D

E

C

F

GH

Part nr. A C D Ø E F G H Material thick-
ness

2502-01 6.1 2.8 7.1 1.5 2.0 406 4.8 4.3 0.08mm

2502-02 7.3 4.1 9.3 1.6 2.4 406 6.2 5.8 0.08mm

2502-04 12.7 5.6 14.5 2.0 7.9 609 9.5 8.7 0.09mm

ANGLE FINGERSTRIPS 2503

A

GH

F

C

B

D

E C

2503-02

A

GH

F

C

B

D

2503-03

A

GH

F

C

B

D

2503-04, 2503-09, 2503-10

A

GH

F

C
D

B

2503-06
GH

F

A

D

B

C

2503-07, 2503-08

F

H G

A

D

B

C

2503-13

F

H G

A

D

B

C

2503-16



13

Te
ch

ni
ca

l D
at

as
he

et

» ANGLE FINGERSTRIPS 2500

F

A

B

C

H G

 

2503-17

Part nr. A B C D E F G H Material 
thickness

2503-02 9.5 1.5 5.0 6.5 2.0 402 4.8 3.6 0.13mm

2503-03 7.2 1.5 6.0 3.3 - 425 4.8 3.6 0.13mm

2503-04 8.2 1.5 6.4 4.0 6.5 406 4.4 3.2 0.13mm

2503-06 7.8 1 6.6 3.3 - 300 13.8 12.7 0.07mm

2503-07 5.8 1.5 4.1 2.9 - 406 4.0 3.0 0.09mm

2503-08 5.8 2.0 4.1 2.9 - 406 4.0 3.0 0.09mm

2503-09 8.4 0.8 2.4 4.1 6.5 406 4.8 3.6 0.13mm

2503-10 8.1 1.0 2.4 4.1 6.5 406 4.8 3.6 0.13mm

2503-13 7.6 1.5 3.8 3.0 - 406 4.8 3.6 0.08mm

2503-16 14.0 2.0 8.5 3.5 - 303 9.9 9.0 0.08mm

2503-17 14.0 1.5 7.9 - - 406 6.4 5.6 0.13mm

ANGLE FINGERSTRIPS 2504

Part nr. A B C Ø E F G H Material 
thickness

2504-07 9.5 4.0 7.0 2.6 3.5 8.4 4.8 3.6 0.13mm

ANGLE FINGERSTRIPS 2505
G

BH

A

C

D

2505-01

G D

A

B

E

2505-02

Part nr. A B C D Ø E G Material thickness

2505-01 18.7 9.0 3.0 7 No 
hole - 8.5 0.13mm

2505-02 18.7 9.0 - 10 3.6 4.0 8.5 0.13mm
Material: Beryllium copper

ANGLE FINGERSTRIPS 2506
H G

F

A

CB

E 2.6

2506-01

H G

F

A

CB

E 2.6

2506-02

Part nr. A B C E F G H Material 
thickness

2506-01 10.3 3.5 8.0 4.0 11.0 4.0 3.0 0.20mm

2506-02 10.3 3.5 8.0 4.0 7.0 4.0 3.0 0.20mm

ANGLE FINGERSTRIPS 2507
H G

F

A

B

C

         

1.0
F

3

1.2

Part nr. A B C F G H Material  
thickness

2507-04 8.0 2.5 3.0 5.0 2.0 1.5 0.15mm

ANGLE FINGERSTRIPS 2508
H G

F

A

B C

E

2508-01

H G

F

A

B

C

 2508-02 

1.0
F

3

1.2

Part nr. A B C E F G H Ø Material  
thickness

2508-01 13.3 7.5 7.0 3.5 8.5 4.8 3.6 2.6 0.13mm

2508-02 13.3 7.5 3.0 - 5.0 4.8 3.6 No hole 0.13mm

ANGLE FINGERSTRIPS 2509
H

A

C5

BE

D  H

A

D

C

E

GØ

2509-01			       2509-03
H G

Ø

1

D

A

D

E

C
C

2509-04

Part nr. A B C D E G H Ø Material 
thickness

2509-01 17.2 1.9 8.4 4.3 1.3 - 4.0 No hole 0.15mm

2509-03 19.5 1.7 10.0 7.7 3 4.7 5.0 1.7 0.15mm

2509-04 20.5 4 3.0 4.5 7.0 3.1 2.5 2.0 0.15mm
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Used for grounding and EMI shielding  
in high-frequency equipmentCIRCULAR FINGERS 2600

Circular fingerstrips are used for grounding and EMI shielding 
in high-frequency equipment and for forming large diameter 
round contacts rings. Circular fingerstrips are used to solve 
grounding en EMI shielding problems were round contacts 
and a dynamic range is required.

CIRCULAR FINGERS 2601
GH

F

A

D

C

2601-01, 2601-03, 2601-05, 2601-07, 2601-08

GH

F

D

C

A

2601-02, 2601-06

GH

F

D

C

A

2601-09

GH

F

D

C

A

2601-10 hole diameter Ø 3.5

Part nr. A C D F G H Material  
thickness

Compression 
force N

2601-01 8.6 3.2 1.0 406 1.5 1.0 0.10mm

2601-02 9.5 3.2 1.2 500 1.5 1.0 0.10mm

2601-03 9.7 1.6 1.3 406 1.9 1.3 0.16mm

2601-05 14.0 6.5 1.5 499 4.0 3.0 0.20mm

2601-06 14.2 5.5 1.05 500 2.0 1.5 0.15mm

2601-07 18.5 6.5 1.5 499 4.0 3.0 0.20mm

2601-08 19.1 12.7 3.1 406 4.8 3.6 0.13mm

2601-09 22.6 14.9 3.0 406 4.8 3.6 0.13mm 25% 120 N/m
50% 550 N/m

2601-10 30.0 9.0 3.2 503 4.0 3.0 0.5mm
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» CIRCULAR FINGERS 2600

CIRCULAR FINGERS 2602
GH

F D

A

E

B

C

2602-01 tot 2602-03

GH

F D

B

A

E C

2602-05 hole diameter Ø 3.5

Part nr. A B C D E F G H Material 
thickness

2602-01 9.2 1.2 3.2 2.5 3.6 500 1.5 1.0 0.10mm

2602-02 13.8 1.3 6.5 2.7 8.0 499 4.0 3.0 0.20mm

2602-03 13.9 0.8 6.0 3.0 6.0 500 2.0 1.5 0.15mm

2602-05 26.7 3.2 8.0 9.0 10.0 503 4.0 3.0 0.5mm

CIRCULAR FINGERS 2603
GH

F

B

CD

A

2603-01
H G

F

B

CD

A

2603-02

H G

F

B

CD

A

2603-03 and 2603-04

Part nr. A B C D F G H Material thickness

2603-01 5.5 1.2 3.9 2.1 500 2.0 1.5 0.10mm

2603-02 8.0 0.9 6.0 2.5 500 1.5 1.0 0.15mm

2603-03 11.0 1.3 8.0 3.8 499 4.0 3.0 0.20mm

2603-04 15.0 1.3 8.0 4.6 499 4.0 3.0 0.20mm

CIRCULAR FINGERS 2604

F

H G

AC

D

B

2604-01
GH

F
B

A

D

C

2604-02 till 2604-05
GH

F
B

A

D

C

2604-06

Part nr. A B C D F G H Material  
thickness

Compression 
force N

2604-01 4.8 0.8 4.1 2.3 406 1.5 1.0 0.13mm 25% 100 N/m
50% 150 N/m

2604-02 6.6 - 5.8 2.8 406 1.9 1.3 0.15mm 25% 130 N/m
50% 250 N/m

2604-03 7.0 0.9 6.5 2.8 500 2.0 1.5 0.15mm

2604-04 9.2 1.3 7.7 4.5 499 4.0 3.0 0.20mm

2604-05 11.2 - 8.1 4.1 406 2.4 1.6 0.25mm 25% 220 N/m
50% 700 N/m

2604-06 11.6 1.3 9.8 4.7 500 4.0 3.0 0.20mm

CIRCULAR FINGERS 2605
GH

F

A
C

D

B

2605-01 till 2605-03
GH

F
B

A

D

C

2605-04

Part nr. A B C D F G H Material thickness

2605-01 7.0 0.8 5.5 4.9 500 2.0 1.5 0.15mm

2605-02 9.5 1.1 6.4 7.0 500 4.0 3.0 0.20mm

2605-03 12.0 1.1 8.4 8.0 500 4.0 3.0 0.20mm

2605-04 4.1 1.2 4.6 2.4 500 1.5 1.0 0.10mm
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» CIRCULAR FINGERS 2600

ORDER EXAMPLE
Part number

Specify the part 
number that you need 
from the table

CIRCULAR FINGERS 2606
GH

F

D

A

C

2606-01

GH

F

D

A

C

2606-02

GH

F

D

A

C

2606-03

GH

F

D

A
C

2606-04

GH

F

D

A

C

2606-05

GH

F

D

A
C

2606-07

Part nr. A C D F G H Material  
thickness

2606-01 19.6 16.0 5.8 406 4.8 3.6

0.13mm

2606-02 22.6 16.0 2.3 406 4.8 3.6

2606-03 22.6 16.0 3.3 406 4.8 3.6

2606-04 23.4 16.0 2.3 406 4.8 3.6

2606-05 23.4 16.0 2.3 406 4.8 3.6

2606-07 19.0 15.8 3.1 406 4.8 3.6
Material: Beryllium copper

CIRCULAR FINGERS 2607
GH

F

D

A

B

C

2607-01

Part nr. A B C D F G H Material 
thickness

Compression 
force N

2607-01 9.1 0.13 4.1 0.75 406 2.4 1.6 0.13mm 25% 220 N/m
50% 1030 N/m

Material: Beryllium copper

The Fingers of part number 2607-01 and 2607-02 are ap-
proximately 30° turned outwards.

Part number 2607-01 and 2607-02 are supplied with an ad-
hesive strip for easy mounting (red mark in drawing 2607-01 
& 2607-02)

*Notice
Information supplied in these data sheets is based on independent and laboratory 
tests which Holland Shielding Systems BV, hereafter referred to as HSS believes to be 
reliable. HSS has no control over the design of customer’s product which incorporates 
products, therefore it is the responsibility of the user to determine the suitability 
for his particular application and we recommend that the user make his own test to 
determine suitability.

The product described in this data sheet shall be of standard quality, however 
the products are sold without warranty of fitness for a particular purpose, either 
expressed or implied, except to the extent expressly stated on HSS invoice, quotation 
or order  acknowledgment. HSS does not warrant that products described in this data 
sheet will be free of conflict with existing or future patents of third parties. All risks of 
lack of fitness, patent infringement and the like are assumed by the user.
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CONTACT FINGERS 2700 Contact fingers for Faraday cage doors  
and lids for shielded enclosures

The Fingerstrips are very easy to bend and are therefore 
suitable for round and very dynamic contacts. These contact 
strips have a very dynamic spring range.

CONTACT FINGERS 2701

F
B

A

CE
D

H G

2701-01

F
B

A

CE
D

H G

2701-02 till 2701-04

Part nr. A B C D E F G H Material 
thickness

2701-01 24.0 7.0 7.0 15.5 6.5 499 4.0 3.0 0.20mm

2701-02 27.7 6.6 6.4 17.0 6.4 504 9.5 8.7 0.13mm

2701-02R 27.7 6.6 6.4 17.0 6.4 7600 9.5 8.7 0.13mm

2701-03 40.2 10.9 6.7 27.0 7.9 508 12.7 11.7 0.18mm

2701-04 42.4 10.9 7.9 27.0 7.9 504 12.7 11.7 0.18mm

2701-04R 42.4 10.9 7.9 27.0 7.9 7620 12.7 11.7 0.18mm

Material: Beryllium copper

CONTACT FINGERS 2702

A

D

C

H G

F

E

Part nr. A C D E F G H Material  
thickness

Compression 
force N

2702-01 3.3 2.5 1.8 2.1 304 1.5 1.0 0.10mm 25% 260 N/m
50% 610 N/m

2702-02 3.3 2.5 2.3 2.2 406 3.2 2.0 0.12mm 25% 260 N/m
50% 720 N/m

2702-03 7.1 6.4 3.3 5.7 406 3.4 2.3 0.25mm 25% 60 N/m
50% 1430 N/m

2702-05 7.1 4.8 5.1 5.9 406 3.4 2.3 0.25mm 25% 260 N/m
50% 2300 N/m

2702-08 16.0 10.4 11.2 12.7 406 3.4 2.2 0.25mm 25% 240 N/m
50% 680 N/m

Material: Beryllium copper

CONTACT FINGERS 2703
GH

F
B

A

D

C

Part nr. A B C F G H Material thickness

2703-01 4.2 2.6 4 406 1.5 1 0.10mm

Material: Beryllium copper
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» CONTACT FINGERS 2700

ORDER EXAMPLE
Part number

Specify the part 
number that you need 
from the table

*Notice
Information supplied in these data sheets is based on independent and laboratory 
tests which Holland Shielding Systems BV, hereafter referred to as HSS believes to be 
reliable. HSS has no control over the design of customer’s product which incorporates 
products, therefore it is the responsibility of the user to determine the suitability 
for his particular application and we recommend that the user make his own test to 
determine suitability.

The product described in this data sheet shall be of standard quality, however 
the products are sold without warranty of fitness for a particular purpose, either 
expressed or implied, except to the extent expressly stated on HSS invoice, quotation 
or order  acknowledgment. HSS does not warrant that products described in this data 
sheet will be free of conflict with existing or future patents of third parties. All risks of 
lack of fitness, patent infringement and the like are assumed by the user.

CONTACT FINGERS 2704
GH

F

A

B

C

D

Part nr. A B C D F G H Ø Material  
thickness

2704-01 30.0 3.2 25.0 9.0 503 4.0 3.0 3.5 0.40mm

Material: Beryllium copper

CONTACT FINGERS 2705
GH

F

A

E

B

C

D

2705-01

GH

F

A

E

B

C

D

2705-02
GH

F

A

E

B

C

2705-03

Part nr. A B C D E F G H Material  
thickness

2705-01 29.1 3.2 9.0 23.5 7.0 503 4.0 3.0 0.40mm

2705-02 27.8 3.2 9.0 22.5 9.0 503 4.0 3.0 0.40mm

2705-03 26.7 3.2 9.0 - 11.0 503 4.0 3.0 0.40mm

Material: Beryllium copper

CONTACT FINGERS 2706
H G

F

A

B

C
D

Part nr. A B C D F G H Material thickness

2706-01 12.5 9.9 2.0 5.5 500 2.0 1.5 0.15mm
Material: Beryllium copper

CONTACT FINGERS 2707

H G

A

C

B

F

Part nr. A B C F G H Material  
thickness

Compression 
force N

2707-01 18.3 5.6 23.9 406 9.5 8.7 0.10mm 25% 250 N/m
50% 700 N/m

Material: Beryllium copper

CONTACT FINGERS 2708

H G

F

A

B

C

Part nr. A B C F G H Material  
thickness

Compression 
force N

2708-01 19.8 3.0 7.6 406 4.8 3.6 0.13mm 25% 240 N/m
50% 1080 N/m

Material: Beryllium copper
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Part number

Specify the part 
number that you need 
from the table

DOOR FINGERS 2800 Contact fingers for Faraday cage doors and lids for shielded enclosures

*Notice
Information supplied in these data sheets is based on independent and laboratory 
tests which Holland Shielding Systems BV, hereafter referred to as HSS believes to be 
reliable. HSS has no control over the design of customer’s product which incorporates 
products, therefore it is the responsibility of the user to determine the suitability 
for his particular application and we recommend that the user make his own test to 
determine suitability.

The product described in this data sheet shall be of standard quality, however 
the products are sold without warranty of fitness for a particular purpose, either 
expressed or implied, except to the extent expressly stated on HSS invoice, quotation 
or order  acknowledgment. HSS does not warrant that products described in this data 
sheet will be free of conflict with existing or future patents of third parties. All risks of 
lack of fitness, patent infringement and the like are assumed by the user.

EMI Finger stock, fingerstrips & spring contacts for shielded 
Faraday cage doors, electrical conductive doors and lids.

DOOR FINGERS 2801
B

H G

A

F
D

Part nr. A B Ø D F G H Compression 
force N

2801-01 27.7 6.9 3.6 9.5 504 9.5 8.5

2801-01R 27.7 6.9 3.6 9.5 7600 9.5 8.5

2801-02 40.3 10.9 3.6 12.7 508 12.7 11.7

2801-03 42.4 10.9 3.6 12.7 504 12.7 11.7 25% 240 N/m
50% 460 N/m

2801-03R 42.4 10.9 3.6 12.7 7620 12.7 11.7 25% 240 N/m
50% 460 N/m

Material thickness 0.18mm, material beryllium copper

DOOR FINGERS 2802

B

C

H G

A

F
D

Part nr. A B C Ø D F G H Material thickness

2802-01 25.8 6.9 2.0 3.6 9.5 503 9.5 8.5 0.13mm
Material: Beryllium copper

DOOR FINGERS 2803

A

B

C

D

GH

F

Part nr. A B C D F G H Material  
thickness

2803-01 27.0 6.9 2.0 7.8 494 9.5 8.5 0.13mm

Material: Beryllium copper
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PCB CONTACT FINGERS 2900 Surface mount spring contacts are now available in  
different sizes, ranging from 1.7mm to 7.25mm

The contact fingers are applicable to make vertical or horizontal contact. You can order the fingers in different sizes and are de-
signed for whipping and sliding applications. The use of the contact fingers are as example for shielding, grounding and general 
electrical connections applications and ideal to use for surface mount PCB’s. The fingers are also known as Grounding / EMI/ 
RFI contacts, spring or Shield Finger.

The PCB contacts are ideal for automatic placement and can be delivered on Tape and Reel packing. When the contacts are 
mounted in a row they can provide excellent RFI shielding connection for metal doors or other cabinet enclosures. However, we 
can better advise our beryllium copper fingerstrips.

2901-01	
Contact Gender Male/Plug

Connector Orientation Vertical

Current Rating 4A

Operating Temperature -40 °C to +105 °C

Maximum Soldering Temperature 260 °C for 10 seconds

Finish/Plating on Termination Gold

Finish/Plating on Contact Surface Gold

Weight 0.008g

Body Length 2.7mm

Height of Connector above PCB 1.7mm

Reel quantity 5000 pieces

2901-02	
Contact Gender Male/Plug

Connector Orientation Vertical

Current Rating 6A

Operating Temperature -40 °C to +105 °C

Maximum Soldering Temperature 260 °C for 10 seconds

Finish/Plating on Termination 100% Tin over Nickel

Finish/Plating on Contact Surface 100% Tin over Nickel

Weight  -

Body Length 5.4mm

Height of Connector above PCB 2.5mm

Reel quantity 2500 pieces

2901-03	
Contact Gender Male/Plug

Connector Orientation Vertical

Current Rating 5A

Operating Temperature -40 °C to +105 °C

Maximum Soldering Temperature 260 °C for 10 seconds

Finish/Plating on Termination 100% Tin over Nickel

Finish/Plating on Contact Surface Nickel

Weight 0.015g

Body Length 3.5mm

Height of Connector above PCB 2.5mm

Reel quantity 6000 pieces

2901-04	
Contact Gender Male/Plug

Connector Orientation Vertical

Current Rating 6A

Operating Temperature -40 °C to +105 °C

Maximum Soldering Temperature 260 °C for 10 seconds

Finish/Plating on Termination 100% Tin over Nickel

Finish/Plating on Contact Surface Gold

Weight 0.019g

Body Length 4mm

Height of Connector above PCB 2.7mm

Reel quantity 2500 pieces
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 2901-05	
Contact Gender Male/Plug

Connector Orientation Vertical

Current Rating 4A

Operating Temperature -40 °C to +105 °C

Maximum Soldering Temperature 260 °C for 10 seconds

Finish/Plating on Termination 100% Tin over Nickel

Finish/Plating on Contact Surface Gold

Weight 0.036g

Body Length 6.25mm

Height of Connector above PCB 2.75mm

Reel quantity 2500 pieces

2901-06	
Contact Gender Male/Plug

Connector Orientation Vertical

Current Rating 4A

Operating Temperature -40 °C to +105 °C

Maximum Soldering Temperature 260 °C for 10 seconds

Finish/Plating on Termination 100% Tin over Nickel

Finish/Plating on Contact Surface Gold

Weight  

Body Length 4.5mm

Height of Connector above PCB 3.5mm

Reel quantity 2000 pieces

2901-07	
Contact Gender Male/Plug

Connector Orientation Vertical

Current Rating 4A

Operating Temperature -40 °C to +105 °C

Maximum Soldering Temperature 260 °C for 10 seconds

Finish/Plating on Termination 100% Tin over Nickel

Finish/Plating on Contact Surface 100% Tin over Nickel

Weight  

Body Length 4.5mm

Height of Connector above PCB 3.5mm

Reel quantity 2000 pieces

2901-08	
Contact Gender Male/Plug

Connector Orientation Vertical

Current Rating 3A

Operating Temperature -40 °C to +105 °C

Maximum Soldering Temperature 260 °C for 10 seconds

Finish/Plating on Termination 100% Tin over Nickel

Finish/Plating on Contact Surface Gold

Weight  0.02g

Body Length 4.05mm

Height of Connector above PCB 3.5mm

Reel quantity 2500 pieces

2901-09	
Contact Gender Male/Plug

Connector Orientation Vertical

Current Rating 3A

Operating Temperature -40 °C to +105 °C

Maximum Soldering Temperature 260 °C for 10 seconds

Finish/Plating on Termination Gold

Finish/Plating on Contact Surface Gold 

Weight 0.015g

Body Length 7mm

Height of Connector above PCB 4mm

Reel quantity 2000 pieces

2901-10	
Contact Gender Male/Plug

Connector Orientation Vertical

Current Rating 5A

Operating Temperature -40 °C to +105 °C

Maximum Soldering Temperature 260 °C for 10 seconds

Finish/Plating on Termination 100% Tin over Nickel

Finish/Plating on Contact Surface Gold 

Weight 0.023g

Body Length 4mm

Height of Connector above PCB 4mm

Reel quantity 2000 pieces

2901-11	
Contact Gender Male/Plug

Connector Orientation Vertical

Current Rating 6A

Operating Temperature -40 °C to +105 °C

Maximum Soldering Temperature 260 °C for 10 seconds

Finish/Plating on Termination 100% Tin over Nickel

Finish/Plating on Contact Surface Gold

Weight 0.036g

Body Length 6.25mm

Height of Connector above PCB 2.75mm

Reel quantity 1800 pieces

2901-12	
Contact Gender Male/Plug

Connector Orientation Vertical

Current Rating 4A

Operating Temperature -40 °C to +105 °C

Maximum Soldering Temperature 260 °C for 10 seconds

Finish/Plating on Termination 100% Tin over Nickel

Finish/Plating on Contact Surface Gold

Weight 0.048g

Body Length 7mm

Height of Connector above PCB 5.5mm

Reel quantity 1500 pieces


